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Wave Lighting's 155FM adds a contemporary 
look to any interior closet. This fixture is available 
in INTEGRATED  LED and comes standard with 
occupancy sensor with indicator light. Light turns 
on when motion is detected and turns off after 3 
minutes of no movement. Wave Lighting's 155FM 
is designed for ceiling applications and mounting 
hardware is included.
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GUIDE CODE: 155FM-LT12W-WH                                                                     CALL FOR PHOTOMETRIC INFORMATION

ITEM # LENS LIGHT SOURCE CCT COLOR

155FM POLYCARBONATE
White

120V LIGHTWAVE LED W-3K WH-White

LT12-12W 1040lm 90CRI 

Energy Star qualified product.

  LIGHTWAVE LED - LT 
  •	 120V, 50/60 Hz 
	 •	AC Driver-On-Board Array 
	 •	Estimated 50,000 Hrs L

70 

	
• Low Flicker 

	 • Surge Supression 
	 • High Efficacy LED Light Source 
	 •	3000K CCT 90CRI 
	 •	5 Year Warranty 
	 •	Energy Star

LED SOURCE OPTIONS

MULTI PURPOSE MOTION FIXTURE  155FM INDOOR DECORATIVE

  • White Housing 
  • Mounting Hardware Included  
  • Frost Polycarbonate Diffuser 
  • Occupancy Sensor w/Indicator Light 
  • Non-Dimmable 
  • ETL Listed for Damp Locations
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