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7.25"

5" 5" 

12"

S35W-WH  
(Downlight Only)
EXTENDS: 7.75” 
H/CTR: 4.825” 
BACKPLATE:  
4.625” x 4.625”

5" 

14"

S36W-BK-G  
(Up/Down)
EXTENDS: 7.75” 
H/CTR: 6.875” 
BACKPLATE:  
4.625” x 4.625”

S34W-BK  
(Downlight Only)
EXTENDS: 7.75” 
H/CTR: 2.375” 
BACKPLATE:  
4.625” x 4.625”

Turtle & Dark Sky Friendly
• �Florida Wildlife Certified with Amber  

LED Light Source (S34W & S35W only)
• Available in Down Light & Up/Down

• Turtle Safe
• Dark Sky Friendly Lighting

• Composite Construction
• Non-Corrosive

GUIDE CODE: S34W-BK

ITEM # LIGHT SOURCE CCT COLOR

S34W 
S35W

E26 MEDIUM BASE C-4K
W-3K

596nm

BK-Black 
WH-White(1) 75W MAX Par 30 Lamp

LE26-9.5W 800lm (E26 LED Lamp)   

120-277V E26 AMBER LED

LE26A-11W 336lm (E26 LED Lamp) 

    
GUIDE CODE: S36W-BK-G

ITEM # LIGHT SOURCE CCT COLOR LENS

S36W E26 MEDIUM BASE C-4K
W-3K

596nm

BK-Black 
WH-White

G-Glass Top 
Lens
(S36W only)

(2) 75W MAX Par 30 Lamp
2LE26- (2) 9.5W 800lm (E26 LED Lamps)   

120-277V E26 AMBER LED

2LE26A-(2) 11W 336lm (E26 LED Lamps)   

 Lamp included. Energy Star qualified product. Spec sheets and IES files available online. Specifications subject to change without 
notice. LED option information on page 5. See Page 24 for Cast Aluminum Version.

   
ENERGY
 CODES

Cylinder Composite Housing

NON-CORROSIVEOUTDOOR DECORATIVE  MARLEX®
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15"

7" 

S50V
EXTENDS: 9” 
H/CTR: 4.5” 
BACKPLATE:  
8.5” x 5.875”

13"

6" 

S50S 
EXTENDS: 6.875” 
H/CTR: 3.5” 
BACKPLATE:  
6.875” x 4.5”

Artisan Non-Corrosive

18"

7" 

S50T 
I.D. = 3”

GUIDE CODE: S50VF-BK-PC

ITEM # DIFFUSER LIGHT SOURCE CCT COLOR OPTIONS

S50S 
S50T 
S50V

ACRYLIC 
C-Clear
F-Frosted

E26 MEDIUM BASE C-4K
W-3K

BK-Black
WH-White
BZ-Bronze  

PC-Photocell 
(wall mount only)

(1) 60W MAX Medium Base 
LE26-9.5W 800lm (E26 LED Lamp)  

120V LIGHTWAVE LED

LR12-13W 1000lm 80CRI 
LT12-12W 1040lm 90CRI  
 

 Lamp included. Energy Star qualified product. *Energy Star only available on S50S and S50V. Spec sheets and IES files available 
online. Specifications subject to change without notice. LED option information on page 5.

ENERGY
 CODES

OUTDOOR DECORATIVE  MARLEX®
NON-CORROSIVE
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S51V 
EXTENDS: 8” 
H/CTR: 2.5” 
BACKPLATE:  
6” x 8.75”

15"

6" 

15"

6" 

14"

9" 

S51S 
EXTENDS: 7” 
H/CTR: 2” 
BACKPLATE:  
4.75” x 7”

12"

5" 

S52V 
EXTENDS: 8.5” 
H/CTR: 4” 
BACKPLATE:  
6” x 8.75”

12"

9" 

Artisan Non-Corrosive

GUIDE CODE: S51VF-BK-PC

ITEM # DIFFUSER LIGHT SOURCE CCT COLOR OPTIONS
S51S 
S51T 
S51V
S52T
S52V

ACRYLIC 
C-Clear
F-Frosted

E26 MEDIUM BASE C-4K
W-3K

BK-Black
WH-White
BZ-Bronze  

PC-Photocell 
(wall mount only)

(1) 60W MAX Medium Base 
LE26-9.5W 800lm (E26 LED Lamp)  

120V LIGHTWAVE LED

LR12-13W 1000lm 80CRI 
LT12-12W 1040lm 90CRI 

 Lamp included. Energy Star qualified product. *Energy Star only available on S51S, S51V, and S52V. Spec sheets and IES files 
available online. Specifications subject to change without notice. LED option information on page 5.

349 Pier Mount 
Adaptors Available 

(see page 78)

ENERGY
 CODES

NON-CORROSIVEOUTDOOR DECORATIVE  MARLEX®

S51T 
I.D. = 3”

S52T 
I.D. = 3”



34 wavelighting.com  |  877.870.WAVE (9283)

10"

10.0625" 

S75T-WH 
I.D. = 3” 
Pictured with 348  
stub post (page 78).

Nautical
GUIDE CODE: S75VC-BK

ITEM # DIFFUSER LIGHT SOURCE CCT COLOR OPTIONS

S75V ACRYLIC 
C-Clear Prismatic
L-Opal

E26 MEDIUM BASE C-4K
W-3K

4K

BK-Black
WH-White
 

PC-Photocell
(120V only) 

(1) 60W MAX Medium Base 
LE26-9.5W 800lm (E26 LED Lamp)  

120V LIGHTWAVE LED

LR12-13W 1000lm 80CRI  
LT12-12W 1040lm 90CRI

120-277V MULTI-VOLT LED

L11-11W 912lm

GUIDE CODE: S75TC-BK

ITEM # DIFFUSER LIGHT SOURCE CCT COLOR

S75T ACRYLIC 
C-Clear Prismatic

E26 MEDIUM BASE C-4K
W-3K

BK-Black
WH-White
 

(1) 60W MAX Medium Base 
LE26-9.5W 800lm (E26 LED Lamp)  

120V LIGHTWAVE LED

LR12-13W 1000lm 80CRI  
LT12-12W 1040lm 90CRI

 Lamp included. Energy Star qualified product. Spec sheets and IES files available online. 
Specifications subject to change without notice. LED option information on page 5.

S75V-BK 
NAUTICAL 
EXTENDS: 11” 
H/CTR: 5.25” 
BACKPLATE:  
5” x 5”

10.0625” 

13"

ENERGY
 CODES

OUTDOOR DECORATIVE  MARLEX®
NON-CORROSIVE
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S75T-2-BK 
I.D. = 3” 
Pictured with 348  

stub post (page 78).

13" 13"

23.375" 

10.0625" 

15" 

Nautical
GUIDE CODE: S75TC-1-LR12C-WH-PC

ITEM # DIFFUSER LIGHT SOURCE CCT COLOR OPTIONS

S75TC-1 
S75TL-1 

ACRYLIC 
C-1-Clear Prismatic 
L-1-Opal

E26 MEDIUM BASE C-4K
W-3K

4K

BK-Black
WH-White

PC-Photocell
(120V only) 

(1) 60W MAX Medium Base
LE26-9.5W 800lm (E26 LED Lamp)  

120V LIGHTWAVE LED

LR12-13W 1000lm 80CRI 
LT12-12W 1040lm 90CRI 

120-277V MULTI-VOLT LED

L11-11W 912lm

GUIDE CODE: S75TC-2-LR12C-WH-PC

ITEM # DIFFUSER LIGHT SOURCE CCT COLOR OPTIONS

S75TC-2 
S75TL-2 

ACRYLIC 
C-2-Clear Prismatic 
L-2-Opal

E26 MEDIUM BASE C-4K
W-3K

4K

BK-Black
WH-White

PC-Photocell
(120V only) 

(2) 60W MAX Medium Base
2LE26-9.5W 800lm (E26 LED Lamp)  

120V LIGHTWAVE LED

LR12-13W 1000lm 80CRI 
LT12-12W 1040lm 90CRI 

120-277V MULTI-VOLT LED

L22-22W 1824lm

 Lamp included. Spec sheets and IES files available online. Specifications subject to change without notice.  
LED option information on page 5.

S75T-1-BK 
I.D. = 3” 
Pictured with 348  

stub post (page 78).

10.0625" 

ENERGY
 CODES

NON-CORROSIVEOUTDOOR DECORATIVE  MARLEX®
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Nautical

GUIDE CODE: S761WF-LR12W-WH-PC

ITEM # DIFFUSER LIGHT SOURCE CCT COLOR OPTIONS

S761W 
S772W 
S791W

POLYCARBONATE 
F-Frosted Ribbon

E26 MEDIUM BASE C-4K 
W-3K

4K

BK-Black
WH-White
 

PC-Photocell
(120V Lightwave 

LED only) POLYCARBONATE BACK PAN
(1) 60W MAX Medium Base
LE26-9.5W 800lm (E26 LED Lamp)  

120V LIGHTWAVE LED

ALUMINUM BACK PAN
LR12-13W 1000lm 80CRI 
LR15-15W 1400lm 80CRI 
LR22-23W 1900lm 80CRI  
LT12-12W 1040lm 90CRI 
LT15-16W 1400lm 90CRI  
LT22-24W 2020lm 90CRI

120-277V MULTI-VOLT LED

L22-22W 1824lm

 Lamp included. Energy Star qualified product. Spec sheets and IES files available online. Specifications subject to change without 
notice. LED option information on page 5.

• Wall Or Ceiling Mount
• Standard Bulkhead Design

• Photocell On Select Models
• LED Options Available

10.25" 10.25" 

10.25" 

S761WF-WH 
Polycarbonate  
Back Pan 
H/CTR: 5.125”
Depth: 5.125”
Aluminum Back Pan
H/CTR: 5.25”
10.375” x 5.375”
Depth: 5.375”

S772WF-BK 
Polycarbonate  
Back Pan 
H/CTR: 5.125”
Depth: 5”
Aluminum Back Pan
H/CTR: 5.25”
10.375” x 5.25”
Depth: 5.375”

S791WF-WH
Polycarbonate  
Back Pan 
H/CTR: 5.125”
Depth: 5”
Aluminum Back Pan
H/CTR: 5.25”
10.375” x 5.25”
Depth: 5.25”

ENERGY
 CODES

OUTDOOR DECORATIVE  MARLEX®
NON-CORROSIVE
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GUIDE CODE: S76WF-LR12W-WH-PC

ITEM # DIFFUSER LIGHT SOURCE CCT COLOR OPTIONS

S76W 
S771W 
S77W
S79W

POLYCARBONATE 
F-Frosted Ribbon

E26 MEDIUM BASE C-4K 
W-3K

4K 

BK-Black
WH-White
 

PC-Photocell
(120V Lightwave 

LED only) 
 

POLYCARBONATE BACK PAN
(1) 60W MAX Medium Base
LE26-9.5W 800lm (E26 LED Lamp)  

120V LIGHTWAVE LED

ALUMINUM BACK PAN 
LR12-13W 1000lm 80CRI  
LT12-12W 1040lm 90CRI 

120-277V MULTI-VOLT LED

L11-11W 912lm

 Lamp included. Energy Star qualified product. Spec sheets and IES files available online. Specifications subject to change without 
notice. LED option information on page 5. ADA NOTE: Only S79WF with Polycarbonate Back Pan is ADA compliant.

S76WF-WH
Polycarbonate  
Back Pan 
H/CTR: 2.75”
Depth: 4.25”
Aluminum Back Pan
H/CTR: 3”
10.625” x 6”
Depth: 4.5”

S771WF-BK 
Polycarbonate  
Back Pan 
H/CTR: 2.75” 
Depth: 4.25”
Aluminum Back Pan
H/CTR: 3”
10.625” x 6”
Depth: 4.5”

Nautical
• Wall Mount
• Standard Bulkhead Design

• Photocell On Select Models
• LED Options Available

5.875" 5.875 

10.5" 10.5” 

S79WF-BK 
H/CTR: 2.75” 
Polycarbonate  
Back Pan (ADA version)
H/CTR: 2.75”
Depth: 4”
Aluminum Back Pan
H/CTR: 3”
10.625” x 6”
Depth: 4.5”

S77WF-WH 
H/CTR: 2.75” 
Polycarbonate  
Back Pan
H/CTR: 2.75”
Depth: 4.25”
Aluminum Back Pan
H/CTR: 3”
10.625” x 6”
Depth: 4.5”

5.875" 5.875"

10.5" 10.5" 

S79WF

ENERGY
 CODES

NON-CORROSIVEOUTDOOR DECORATIVE  MARLEX®
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9.75"

7.25" 

230FM 
EXTENDS: 4” 
H/CTR: 5.5” 
BACKPLATE:  
6.5” x 10.75”

8.25" 

220FM 
EXTENDS: 4” 
H/CTR: 5.5” 
BACKPLATE:  
7.25” x 9.5”

GUIDE CODE: 241VC-BK-PC

ITEM # LENS LIGHT SOURCE CCT COLOR OPTIONS

241V ACRYLIC
C-Clear 
F-Frost

E26 MEDIUM BASE C-4K 
W-3K

BK-Black
WH-White
BZ-Bronze
 

PC-Photocell 

(1) 60W MAX Medium Base
LE26-9.5W 800lm (E26 LED Lamp)  

120V LIGHTWAVE LED

LR12-13W 1000lm 80CRI 
LT12-12W 1040lm 90CRI

 Lamp included. Energy Star qualified product. Spec sheets and IES files available online. 
Specifications subject to change without notice. LED option information on page 5.

12.25"

6.125" 

15"

241V-BK 
EXTENDS: 6.75” 
H/CTR: 6.5” 
BACKPLATE:  
5.5” x 4.875”

Sedona
GUIDE CODE: 230FMF-BK-PC

ITEM # LENS LIGHT SOURCE CCT COLOR OPTIONS

220FM 
230FM

ACRYLIC
F-Frost

E26 MEDIUM BASE C-4K 
W-3K

BK-Black
WH-White
BZ-Bronze

PC-Photocell 
O-Occupancy Sensor
options cannot be combined(1) 40W MAX Medium Base

LE26-9.5W 800lm (E26 LED Lamp)  

120V LIGHTWAVE LED

LR9-9W 700lm 

OUTDOOR DECORATIVE  MARLEX®
NON-CORROSIVE
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7.75" 

260T-WH 
I.D. = 3”

Ashland

230S-BK 
Long and short tail included  
EXTENDS: 9” 
H/CTR: 12.25” 
BACKPLATE:  
4.75” x4.75”

9" 

21.5"

260S-BK 
Long and short tail included  
EXTENDS: 9” 
H/CTR: 15.625” 
BACKPLATE:  
4.75” x 7.75” 

19.625"

7.75" 

15.5"

9" 

230T-WH 
I.D. = 3”

18"

GUIDE CODE: 230SC-BK-PC

ITEM # LENS LIGHT SOURCE CCT COLOR OPTIONS

230S
230T

ACRYLIC 
C-Clear Beveled

E26 MEDIUM BASE C-4K 
W-3K

BK-Black
WH-White

PC-Photocell 
(wall mount only)

(1) 60W MAX Medium Base
LE26-9.5W 800lm (E26 LED Lamp)  

120V LIGHTWAVE LED

LR12-13W 1000lm 80CRI 
LT12-12W 1040lm 90CRI

GUIDE CODE: 260TC-WH

ITEM # LENS LIGHT SOURCE CCT COLOR OPTIONS

260S
260T

ACRYLIC 
C-Clear Beveled 
L-Opal Beveled

E26 MEDIUM BASE C-4K 
W-3K

BK-Black
WH-White

PC-Photocell 
(wall mount only)

(1) 60W MAX Medium Base
LE26-9.5W 800lm (E26 LED Lamp)  

120V LIGHTWAVE LED

LR12-13W 1000lm 80CRI 
LT12-12W 1040lm 90CRI

 Lamp included. Energy Star qualified product. *Energy Star only available on 230S and 260S. Spec sheets and IES files available 
online. Specifications subject to change without notice. LED option information on page 5.

349 Pier Mount 
Adaptors Available 

(see page 78)

9"

16"

7 3/4"

25"

ENERGY
 CODES

NON-CORROSIVEOUTDOOR DECORATIVE  MARLEX®
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Hawthorne

206VC-WH 
EXTENDS: 5.75” 
H/CTR: 2.375” 
BACKPLATE:  
4.875” RD.

7.25" 

208SL-BK
(Opal Beveled 
Shown) 
EXTENDS: 8.5” 
H/CTR: 10.625” 
BACKPLATE:  
4.625” x 4.625”

17.5"

8" 

13.5"

8" 

208TC-WH
(Clear Glacier 
Shown)  
I.D. = 3”

GUIDE CODE: 208TC-WH

ITEM # LENS LIGHT SOURCE CCT COLOR OPTIONS

208S
208T

ACRYLIC  
C-Clear Glacier
B-Clear Beveled 
L-Opal Beveled

E26 MEDIUM BASE C-4K
W-3K

BK-Black
WH-White

PC-Photocell
(wall mount only)(1) 60W MAX Medium Base

LE26-9.5W 800lm (E26 LED Lamp)  

120V LIGHTWAVE LED

LR12-13W 1000lm 80CRI 
LT12-12W 1040lm 90CRI

GUIDE CODE: 206VC-WH-PC

ITEM # LENS LIGHT SOURCE CCT COLOR OPTIONS

206V ACRYLIC
C-Clear Glacier

E26 MEDIUM BASE C-4K
W-3K

BK-Black
WH-White

PC-Photocell

(1) 60W MAX Medium Base
LE26-9.5W 800lm (E26 LED Lamp)  

120V LIGHTWAVE LED

LR12-13W 1000lm 80CRI 
LT12-12W 1040lm 90CRI

 Lamp included. Energy Star qualified product. *Energy Star only available on 208S and 206VC.
Spec sheets and IES files available online. Specifications subject to change without notice. LED 
option information on page 5.

ENERGY
 CODES

8"

OUTDOOR DECORATIVE  MARLEX®
NON-CORROSIVE



41877.870.WAVE (9283)  |  wavelighting.com  

Park Point

17.5"

8" 

204VL-BK
EXTENDS: 8.5” 
H/CTR: 10.875” 
BACKPLATE: 
4.75” x 4.75”

13.5"

8" 

204TC-WH 
I.D. = 3”

13.5"

8" 

204SC-WH
EXTENDS: 8.5” 
H/CTR: 10.875” 
BACKPLATE: 
4.75” x 4.75”

GUIDE CODE: 204SC-WH-PC

ITEM # DIFFUSER LIGHT SOURCE CCT COLOR OPTIONS

204S
204T
204V

ACRYLIC
C-Clear Beveled
L-Opal Beveled

E26 MEDIUM BASE C-4K
W-3K

BK-Black
WH-White

PC-Photocell
(wall mount only) (1) 60W MAX Medium Base

LE26-9.5W 800lm (E26 LED Lamp)  

120V LIGHTWAVE LED

LR12-13W 1000lm 80CRI 
LT12-12W 1040lm 90CRI

 Lamp included. Energy Star qualified product. *Energy Star only available on 204S and 204V. Spec sheets and IES files available 
online. Specifications subject to change without notice. LED option information on page 5.

349 Pier Mount 
Adaptors Available 

(see page 78)

ENERGY
 CODES

NON-CORROSIVEOUTDOOR DECORATIVE  MARLEX®



42 wavelighting.com  |  877.870.WAVE (9283)

270SF-BK**
(frosted beveled shown) 
EXTENDS: 10.25” 
H/CTR: 15” 
BACKPLATE: 
4.875” x 5.75”

18"

10" 

10" 

220TC-BK 
I.D. = 3” 

8"

I.D. = 3"

15"

8"

21"

EXTENDS:   
9"

H/CTR:
11 7/8"

BACKPLATE: 
4 3/4" x 4 3/4"

8”

15”
EXTENDS:   

9”
H/CTR:
11 7/8”

BACKPLATE: 
4 3/4” x 4 3/4”

8"

21"

EXTENDS:   
9"

H/CTR:
11 7/8"

BACKPLATE: 
4 3/4" x 4 3/4"

15”

15"

15"

8" 

8" 

220SL-WH
(Long & Short  
Tail Included) 
EXTENDS: 9” 
H/CTR: 11.875” 
BACKPLATE: 
4.75” x 4.75”

17"

270TC-BK 
I.D. = 3” 
(clear beveled with
chimney shown)

Providence
GUIDE CODE: 220SC-LR12W-WH-PC

ITEM # LENS LIGHT SOURCE CCT COLOR OPTIONS

220S
220T 

ACRYLIC
C-Clear Beveled
F-Frosted Beveled 
L-Opal Beveled 

E26 MEDIUM BASE C-4K
W-3K

BK-Black
WH-White

PC-Photocell
(wall mount only)(1) 60W MAX Medium Base

LE26-9.5W 800lm (E26 LED Lamp)  

120V LIGHTWAVE LED

LR12-13W 1000lm 80CRI 
LT12-12W 1040lm 90CRI 

**Chimney Included when ordered with clear beveled lens. 

GUIDE CODE: 270TC-LR12W-BK

ITEM # LENS LIGHT SOURCE CCT COLOR

270S 
270T

ACRYLIC
C-Clear Beveled w/
Chimney 
F-Frosted Beveled 

E26 MEDIUM BASE C-4K
W-3K

BK-Black
WH-White(1) 60W MAX Medium Base

LE26-9.5W 800lm (E26 LED Lamp)  

120V LIGHTWAVE LED

LR12-13W 1000lm 80CRI 
LT12-12W 1040lm 90CRI 

 Lamp included. Energy Star qualified product. *Energy Star only available on 220S and 270S. Spec sheets and IES files available 
online. Specifications subject to change without notice. LED option information on page 5.

ENERGY
 CODES

OUTDOOR DECORATIVE  MARLEX®
NON-CORROSIVE
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16"

8" 

240TR-WH 
I.D. = 3” 

16"

8" 

10.5"

6.5" 

240VH-WH
EXTENDS: 8.5” 
H/CTR: 2.75” 
BACKPLATE: 
5.5” RD.

240SH-BK
(Long & Short  
Tail Included) 
EXTENDS: 8.5” 
H/CTR: 13.25” 
BACKPLATE: 
5.25” RD.

GUIDE CODE: 240SH-LR12W-BK-PC

ITEM # LENS LIGHT SOURCE CCT COLOR OPTIONS

240S
240V

ACRYLIC
H-Clear Hatch
R-Frosted Hatch 

E26 MEDIUM BASE C-4K
W-3K

BK-Black
WH-White

PC-Photocell

(1) 60W MAX Medium Base
LE26-9.5W 800lm (E26 LED Lamp)  

120V LIGHTWAVE LED

LR12-13W 1000lm 80CRI 
LT12-12W 1040lm 90CRI 

New Town

GUIDE CODE: 240TR-LR12W-WH

ITEM # LENS LIGHT SOURCE CCT COLOR

240T ACRYLIC
H-Clear Hatch
R-Frosted Hatch

E26 MEDIUM BASE C-4K
W-3K

BK-Black
WH-White(1) 60W MAX Medium Base

LE26-9.5W 800lm (E26 LED Lamp)  

120V LIGHTWAVE LED

LR12-13W 1000lm 80CRI 
LT12-12W 1040lm 90CRI 

 Lamp included. Energy Star qualified product. *Energy Star only available on 240S and 240V. Spec sheets and IES files available 
online. Specifications subject to change without notice. LED option information on page 5.

ENERGY
 CODES

8"

21"

NON-CORROSIVEOUTDOOR DECORATIVE  MARLEX®
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167FM-BK

156FM-BK
EXTENDS: 8.5” 
H/CTR: 13.25” 
BACKPLATE:  
5.25” RD.

8.5"

4.75" 10.5"

10.25"

157FM-WH
EXTENDS: 8.5” 
H/CTR: 2.75” 
BACKPLATE: 
5.5” RD.

Townhouse
GUIDE CODE: 156FM-BK

ITEM # DIFFUSER LIGHT SOURCE CCT COLOR OPTIONS

156FM
157FM

POLYPROPYLENE
Frosted

E26 MEDIUM BASE C-4K
W-3K

4K

BK-Black
WH-White

O-Occupancy Sensor 
(120V Lightwave LED only)

POLYCARBONATE BACK PAN
(1) 60W MAX Medium Base
LE26-9.5W 800lm (E26 LED Lamp)  

120V LIGHTWAVE LED

ALUMINUM BACK PAN 
LR12-13W 1000lm 80CRI  
LR15-15W 1400lm 80CRI 
LR22-23W 1900lm 80CRI  (Available for 157FM) 
LT12-12W 1040lm 90CRI  
LT15-16W 1400lm 90CRI 
LT22-24W 2020lm 90CRI (Available for 157FM)

120-277V MULTI-VOLT LED

L11-11W 912lm (Available for 156FM)
L22-22W 1824lm (Available for 157FM)

GUIDE CODE: 167FM-BK

ITEM # DIFFUSER LIGHT SOURCE CCT COLOR

167FM ACRYLIC
Frosted

E26 MEDIUM BASE C-4K
W-3K

BK-Black
WH-White(1) 60W MAX Medium Base

LE26-9.5W 800lm (E26 LED Lamp)  

120V LIGHTWAVE LED

LR12-13W 1000lm 80CRI  
LR15-15W 1400lm 80CRI 
LR22-23W 1900lm 80CRI  
LT12-12W 1040lm 90CRI  
LT15-16W 1400lm 90CRI 
LT22-24W 2020lm 90CRI 

 Lamp included. Energy Star qualified product. Spec sheets and IES files available 
online. Specifications subject to change without notice. LED option information on page 5.

5.75"

10.75" 

ENERGY
 CODES

OUTDOOR DECORATIVE  MARLEX®
NON-CORROSIVE
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GUIDE CODE: 156FM-BK

ITEM # DIFFUSER LIGHT SOURCE CCT COLOR OPTIONS

156FM
157FM

POLYPROPYLENE
Frosted

E26 MEDIUM BASE C-4K
W-3K

4K

BK-Black
WH-White

O-Occupancy Sensor

POLYCARBONATE BACK PAN
(1) 60W MAX Medium Base
LE26-9.5W 800lm (E26 LED Lamp)  

120V LIGHTWAVE LED

ALUMINUM BACK PAN 
LR12-13W 1000lm 80CRI  
LR15-15W 1400lm 80CRI 
LR22-23W 1900lm 80CRI  (Available for 157FM) 
LT12-12W 1040lm 90CRI  
LT15-16W 1400lm 90CRI 
LT22-24W 2020lm 90CRI (Available for 157FM)

120-277V MULTI-VOLT LED

L11-11W 912lm (Available for 156FM)
L22-22W 1824lm (Available for 157FM)

216-WH
EXTENDS: 5.75” 
H/CTR: 2.375” 
BACKPLATE: 
4.75” x 4.5”

9.5"

4.5" 

217-BK
EXTENDS: 5.75” 
H/CTR: 2.375” 
BACKPLATE: 
4.75” x 4.5”

9.5"

4.5" 

211-BK
EXTENDS: 9.378” 
H/CTR: 2.375” 
BACKPLATE: 
4.75” x 4.5”

8"

6" 

212-WH
EXTENDS: 9.378” 
H/CTR: 11.875” 
BACKPLATE: 
5.5” x 5”

8"

6" 

215-BK
EXTENDS: 5.875” 
H/CTR: 2.375” 
BACKPLATE: 
4.75” x 4.5”

7.25"

4.25" 

209-WH
EXTENDS: 5.75” 
H/CTR: 2.375” 
BACKPLATE: 
4.75” x 4.5”

8"

4.5" 

Pocket
GUIDE CODE: 209-WH-LR12C-PC

ITEM # GLOBE/JAR COLOR LIGHT SOURCE CCT OPTIONS

209 
211 
216
210 
212 
217
785
215

ACRYLIC
Clear Prism

ACRYLIC
Opal

GLASS 
Clear Ribbed

BK-Black
WH-White

E26 MEDIUM BASE C-4K
W-3K

4K

PC-Photocell
(120V only)(1) 60W MAX Medium Base

LE26-9.5W 800lm (E26 LED Lamp)   

120V LIGHTWAVE LED

LR12-13W 1000lm 80CRI 
LT12-12W 1040lm 90CRI

120-277V MULTI-VOLT LED

L11-11W 912lm

 Lamp included. Energy Star qualified product. Spec sheets and IES files available online. Specifications subject to change without 
notice. LED option information on page 5.

6" 

9"

785-BK
EXTENDS: 7” 
H/CTR: 4.25” 
BACKPLATE: 
5.25” x 4.5”

210-BK
EXTENDS: 5.75” 
H/CTR: 2.375” 
BACKPLATE: 
4.75” x 4.5”

8"

4.5" 4.5" 

ENERGY
 CODES

NON-CORROSIVEOUTDOOR DECORATIVE  MARLEX®



46 wavelighting.com  |  877.870.WAVE (9283)

Copperstone
GUIDE CODE: 266FM-LR12C-BZ

ITEM # DIFFUSER LIGHT SOURCE  CCT COLOR

266FM

530V

POLYCARBONATE 
F-Frosted

ACRYLIC 
C-Clear

120V LIGHTWAVE LED C-4K BZ-Bronze

LR12-13W 1000lm 80CRI

LR52-52W 5000lm 80CRI 

Spec sheets and IES files available online. Specifications subject to change without notice. LED option information on page 5.

OUTDOOR DECORATIVE  ENDURACAST

9.25"

7.1" 

• Photocell Included
• Composite Housing
• Hose Down - IP65 Rated

266FM 
EXTENDS: 3.9”
H/CTR: 4.75”
BACKPLATE:
9” x 7”

7.20"

14.11" 

• Photocell Included
• �Aluminum Housing
• �High Lumen Output

530V
H/CTR: 2.75”
BACKPLATE:
4.5” x 5.5” 
 

NON-CORROSIVE
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164FM-BK
H/CTR: 5” 
BACKPLATE: 
8.375” sq

9.25"

8.375"
sq 

10"
sq 

165FM-WH
H/CTR: 4.5” 
BACKPLATE: 8.5” rd

9.25"

8.5"
rd 

9.875"
rd 

• Wall Or Ceiling Mount
• Vandal & Insect Resistant
• Knockouts For Conduit
• Polycarbonate Base & Diffuser
• 90 CRI Options Available

• Multi-Volt Options Available
• Photocell Options Available
• Occupancy Sensor Available
• Emergency Backup Available 
  (see cut sheet for more information) 

Guardian 

Address Light

	� 100FM 
EXTENDS: 2” 
H/CTR: 2” 

• 120V Integrated LED
• Customizable
• Includes Peel-N-Stick
   House Numbers (3 of each number)

• Increase Address Visibility

GUIDE CODE: 164FM-BK

ITEM # DIFFUSER LIGHT SOURCE  CCT COLOR OPTIONS

164FM
165FM

100FM

POLYCARBONATE 
Opal

ACRYLIC
White

E26 MEDIUM BASE LED C-4K 
W-3K

4K

C-4K

BK-Black 
WH-White

BK-Black 

PC-Photocell 
O-Occupancy Sensor 
EB-Emergency Backup 
(EB for 120V Lightwave & 

120-277 Multi-Volt LED only)

(options cannot be combined)

2LE26- (2) 9.5W 800lm (E26 LED Lamp)  

120V LIGHTWAVE LED

LR12-13W 1000lm 80CR 
LR15-15W 1400lm 80CRI  
LR22-23W 1900lm 80CRI  
LT12-12W 1000lm 90CRI  
LT15-16W 1400lm 90CRI  
LT22-24W 1900lm 90CRI 

120-277V MULTI-VOLT LED

L22-22W 1824lm

120V INTEGRATED LED

L5-300lm

 Lamp included. Energy Star qualified product. *Energy Star only available with 164 and 165. Spec sheets and IES files available 
online. Specifications subject to change without notice. LED option information on page 5.

EXTENDS:
2”

5.25”

11.5”

2”
H/CTR:

4" 

ENERGY
 CODES

- +
DIMMABLE

TRY
ME!

NON-CORROSIVEOUTDOOR DECORATIVE  MARLEX®
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• Wall Or Ceiling Mount
• LED Options
• Stainless Steel Hardware

4.5"

10.5"
sq 

263FMF-WH
H/CTR: 10.5” 
BACKPLATE: 6”

264FMF-WH
H/CTR: 3.875” 
BACKPLATE: 4.5”

10.5"
7.75"

6" 5.25"

Guardian

GUIDE CODE: 263FMF-LR12W-WH

ITEM # DIFFUSER LIGHT SOURCE CCT COLOR

263FM
264FM

ACRYLIC
F-Frosted Prismatic

E26 MEDIUM BASE C-4K
W-3K

WH-White

(1) 40W MAX Medium Base
LE26-9.5W 800lm (E26 LED Lamp)   

120V LIGHTWAVE LED

LR12-13W 1000lm 80CRI 
LT12-12W 1040lm 90CRI 

GUIDE CODE: 265FMF-LR12C-WH-O

ITEM # DIFFUSER LIGHT SOURCE CCT COLOR OPTIONS

265FM ACRYLIC
F-Frosted Prismatic

E26 MEDIUM BASE C-4K
W-3K

WH-White O-Occupancy Sensor

(1) 40W MAX Medium Base
2LE26-(2) 9.5W 800lm (E26 LED Lamp)   

120V LIGHTWAVE LED

LR15-15W 1400lm 80CRI 
LR22-23W 1900lm 80CRI 
LT15-16W 1400lm 90CRI  
LT22-24W 2020lm 90CRI 

 Lamp included. Energy Star qualified product. Spec sheets and IES files available online. Specifications subject to change without 
notice. LED option information on page 5.

ENERGY
 CODES

265FMF-WH
H/CTR: 5.25”
BACKPLATE: 10.25”

OUTDOOR DECORATIVE  MARLEX®
NON-CORROSIVE
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8"8.5" 9.875"

4.25" 6" 4.375" 

Pocket Ceiling
GUIDE CODE: 420L-BK

ITEM # LENS COLOR LIGHT SOURCE CCT

420 
421 
422

ACRYLIC
C-Clear Prismatic
L-Opal

BK-Black
WH-White

E26 MEDIUM BASE LED C-4K
W-3K(1) 60W MAX Medium Base

LE26-9.5W 800lm (E26 LED Lamp)  

 Lamp included.

420L-BK
H/CTR: 2. 1875”
BACKPLATE: 4.375”

421C-WH
H/CTR: 2. 1875”
BACKPLATE: 4.375”

422L-BK
H/CTR: 2. 1875”
BACKPLATE: 4.375”

NON-CORROSIVEOUTDOOR DECORATIVE  MARLEX®
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OUTDOOR DECORATIVE  MARLEX®

123 

22.5"

12.5” 

Colonial & Victorian Post Tops

13" 13" 

114 

CHIMNEY 
INCLUDEDGUIDE CODE: 114-LR12W

ITEM # LENS LIGHT SOURCE CCT

111-White  
112-Black
113-White  
114-Black

ACRYLIC
Clear Beveled
A-Amber Beveled Diamond
C-Clear Beveled Diamond
F-Frosted Beveled

E26 MEDIUM BASE C-4K
W-3K(1) 75W MAX Medium Base

LE26-9.5W 800lm (E26 LED Lamp) 

120V LIGHTWAVE LED

LR12-13W 1000lm 80CRI 
LR15-15W 1400lm 80CRI 
LR22-23W 1900lm 80CRI  
LT12-12W 1040lm 90CRI 
LT15-16W 1400lm 90CRI  
LT22-24W 2020lm 90CRI

GUIDE CODE: 123-LR12W

ITEM # LENS LIGHT SOURCE CCT

123-White ACRYLIC
Clear

E26 MEDIUM BASE C-4K
W-3K(1) 75W MAX Medium Base

LE26-9.5W 800lm (E26 LED Lamp) 

120V LIGHTWAVE LED

LR12-13W 1000lm 80CRI 
LR15-15W 1400lm 80CRI 
LR22-23W 1900lm 80CRI  
LT12-12W 1040lm 90CRI 
LT15-16W 1400lm 90CRI  
LT22-24W 2020lm 90CRI

 Lamp included. Spec sheets and IES files available online. Specifications subject to 
change without notice. LED option information on page 5. 

111 112 

18"18"18"18"

10.5" 10.5" 

ENERGY
 CODES

113 

NON-CORROSIVE
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CHIMNEY 
INCLUDED

124 

22.5"

12.5" 

412 411 

18"18"

10.5" 10.5" 

Saxony & Victorian Post Tops

GUIDE CODE: 124-LR12W

ITEM # LENS LIGHT SOURCE CCT

124-Black ACRYLIC
Clear

E26 MEDIUM BASE C-4K
W-3K(1) 75W MAX Medium Base

LE26-9.5W 800lm (E26 LED Lamp) 

120V LIGHTWAVE LED

LR12-13W 1000lm 80CRI 
LR15-15W 1400lm 80CRI 
LR22-23W 1900lm 80CRI  
LT12-12W 1040lm 90CRI 
LT15-16W 1400lm 90CRI  
LT22-24W 2020lm 90CRI

 Lamp included. Spec sheets and IES files available online. Specifications subject to 
change without notice. LED option information on page 5.

GUIDE CODE: 411-LR12W

ITEM # LENS LIGHT SOURCE CCT

411-White  
412-Black
611-White  
612-Black

ACRYLIC
Clear Beveled
A-Amber Beveled Diamond
C-Clear Beveled Diamond
F-Frosted Beveled

E26 MEDIUM BASE C-4K
W-3K(1) 75W MAX Medium Base

LE26-9.5W 800lm (E26 LED Lamp) 

120V LIGHTWAVE LED

LR12-13W 1000lm 80CRI 
LR15-15W 1400lm 80CRI 
LR22-23W 1900lm 80CRI  
LT12-12W 1040lm 90CRI 
LT15-16W 1400lm 90CRI  
LT22-24W 2020lm 90CRI

20"

11" 11" 

ENERGY
 CODES

20"

611 
 

612 
 

NON-CORROSIVEOUTDOOR DECORATIVE  MARLEX®
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Colonial Post Tops
GUIDE CODE: 110-LR15W

ITEM # LENS LIGHT SOURCE CCT

110-Black
115-White  
116-Black

ACRYLIC
Clear Beveled
A-Amber Beveled Diamond
C-Clear Beveled Diamond
F-Frosted Beveled

E26 MEDIUM BASE C-4K
W-3K

C-4K

(1) 75W MAX Medium Base
LE26-9.5W 800lm (E26 LED Lamp) 

120V LIGHTWAVE LED

LR12-13W 1000lm 80CRI 
LR15-15W 1400lm 80CRI 
LR22-23W 1900lm 80CRI  
LT12-12W 1040lm 90CRI 
LT15-16W 1400lm 90CRI  
LT22-24W 2020lm 90CRI

E39 RETRO-FIT LED 120-277V

LC5-24W 3120lm, Type 5  
LC3-20W 3000lm, Type 3  
LCD-24W 2400lm, Dark Sky 

 Lamp included. Spec sheets and IES files available online. Specifications subject to change without notice.  
LED option information on page 5.

ENERGY
 CODES

13" 

115

18"

13" 

18"

116 110 

18"

10.5" 

OUTDOOR DECORATIVE  MARLEX®
NON-CORROSIVE
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609 
 

610 

20" 20"

11" 11" 

Vanguard & Saxony Post Tops
GUIDE CODE: 409-LR15W

ITEM # LENS LIGHT SOURCE CCT

409-White  
410-Black
609-White  
610-Black

ACRYLIC
Clear Beveled
A-Amber Beveled Diamond
C-Clear Beveled Diamond
F-Frosted Beveled

E26 MEDIUM BASE C-4K
W-3K

C-4K

(1) 75W MAX Medium Base
LE26-9.5W 800lm (E26 LED Lamp) 

120V LIGHTWAVE LED

LR12-13W 1000lm 80CRI 
LR15-15W 1400lm 80CRI 
LR22-23W 1900lm 80CRI  
LT12-12W 1040lm 90CRI 
LT15-16W 1400lm 90CRI  
LT22-24W 2020lm 90CRI

E39 RETRO-FIT LED 120-277V

LC5-24W 3120lm, Type 5  
LC3-20W 3000lm, Type 3  
LCD-24W 2400lm, Dark Sky 

 Lamp included. Spec sheets and IES files available online. Specifications subject to change without notice.  
LED option information on page 5.

ENERGY
 CODES

18"18"

10.5" 10.5" 

410 409

NON-CORROSIVEOUTDOOR DECORATIVE  MARLEX®
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OUTDOOR DECORATIVE  MARLEX®
NON-CORROSIVE




