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Acorn Lighting
• Cast Aluminum or Polycarbonate Fitters

• Polycarbonate, Polyethylene or Acrylic Acorns

• Complete acorn fixture with fitter for 3” post

ENERGY
 CODES

20"

11" 

ACORN

19"

11" 

FLAME TIP

GUIDE CODE: 2017CL-LR12C-BP

ITEM # LENS LIGHT SOURCE CCT
FITTER 
MATERIAL

OPTIONS

2017-Acorn 
2018-Flame Tip

8017-Acorn
8018-Flame Tip

9017-Acorn
9018-Flame Tip

POLYCARBONATE
CL-Clear Textured

ACRYLIC
CL-Clear Textured
FA-Frost Textured

POLYETHYLENE
Opal Textured

E26 MEDIUM BASE C-4K
W-3K

C-4K

CAST ALUMINUM 

Black
WH-White
BZ-Bronze

POLYCARBONATE

BP-Black
WP-White

MG-E39 Mogul 
Socket

(1) 75W MAX Medium Base   
LE26-9.5W 800lm (E26 LED Lamp) 

120V LIGHTWAVE LED

LR12-13W 1000lm 80CRI
LR15-15W 1400lm 80CRI 
LR22-23W 1900lm 80CRI 
LT12-12W 1040lm 90CRI 
LT15-16W 1400lm 90CRI 
LT22-24W 2020lm 90CRI

E39 RETRO-FIT LED 120-277V

LC5-24W 3120lm, Type 5  
LC3-20W 3000lm, Type 3 
LCD-24W 2400lm, Dark Sky 

 Lamp included. Acorns have 5 1/4” neckless opening. See page 84 for replacements.

NON-CORROSIVE




