WAVLE ..

LIGHTING VOLTAGE

REPLACEMENT

E39 MOGUL BASE LAMPS FOR COMMERCIAL FIXTURES LCE39 LED LAMPS
LED RETROFITS

Easily Convert existing MH or HPS fixtures to LED
with Wave Lighting's Mogul Base Lamps using
a ballast bypass. These lamps are designed for
enclosed fixtures and replace metal halide and
high-pressure sodium lamps. In addition to being
energy efficient, our mogul base lamps have an
estimated 50,000 hr lifespan.

|—3 1/2" _|

10 1/2” 'Io 1/211
\
|
Rotating Base g
LCE39-54C-T5 LCE39-40C-T3 LCE39-54C-DS
Type 5 LED Lamp Type 3 LED Lamp Dark Sky LED Lamp
54 Watt, 4000K, 7290Im 40 Watt, 4000K, 5600Im 54 Watt, 4000K, 5900Im
Replaces up to 250W MH Replaces up to 250W MH Replaces up to 250W MH
3602 Beam Angle 1802 Adjustable Beam Angle 1802 Down Beam Angle
DLC Listed lamp DLC Listed lamp DLC Listed lamp
#GKS28-54W-02D4 #GKS13-40W-06D3 #GKS28-54W Plus(4000K)
Type V Type lll Dark Sky
(top view) (top view) (side view)

) e

) LED SOURCE OPTIONS

LISTED REPLACEABLE LED CORN COB

KELVIN COLOR TEMPERATURE SCALE *100-277V, 50/60Hz
« 250W Metal Halide Equivalent Lamp Included
p—neutral M cool ) « E39 Mogul Base Socket

* Estimated 50,000 Hrs L,

e For Enclosed Fixtures

¢ Surge Supression

A KR » Available in 4000K CCT 80OCRI

* Type 3, Type 5, or Dark Sky Distribution
* 5 Year Warranty

¢ UL & DLC Listed Lamps

NOTE: HID BALLAST MUST BE BYPASSED WHEN USED IN RETROFIT APPLICATIONS.

* Special order item. Longer lead times may apply.
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