**168FM**

- **Standard**

**LED LIGHT SOURCE**
- 120V LIGHTWAVE LED
  - LR15: 15W 1400lm
  - LR22: 23W 1900lm

**COLOR**
- BN: Brushed Nickel

**OPTION**
- CK: Cable Kit
- PK: Pendant Kit
- OS: Occupancy Sensor

(CK & PK can not be combined)

**Guide:** 168FM-LR12C-BN-OS

---

**178FM**

- **Low Profile**

**LED LIGHT SOURCE**
- 120V LIGHTWAVE LED
  - LR24: 24W 1850lm

**COLOR**
- BN: Brushed Nickel

**OPTION**
- PK: Pendant Kit

**Guide:** 178FM-LR24W-BN

---

**Specifications Subject to Change Without Notice. LED Option Information on Page 6.**
## VANORA

**GUIDE: 170FM-LR15W-WH-OS**

<table>
<thead>
<tr>
<th>ITEM #</th>
<th>LENS</th>
<th>LIGHT SOURCE</th>
<th>COLOR</th>
<th>OPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>170FM</td>
<td>ACRYLIC</td>
<td>INCANDESCENT (1) 40W MAX Medium Base</td>
<td>WH-White</td>
<td>OS-Occupancy Sensor</td>
</tr>
</tbody>
</table>

**LED LIGHT SOURCE**

- 120V LIGHTWAVE LED
  - LR12: 13W 1000lm, CCT C-4K
  - LR15: 15W 1400lm, CCT W-3K
- E26 MEDIUM BASE LED
  - LE26: (1) A19 800lm

## NOELANI

**GUIDE: 160FM-LR15W-WH-OS**

<table>
<thead>
<tr>
<th>ITEM #</th>
<th>LENS</th>
<th>LIGHT SOURCE</th>
<th>COLOR</th>
<th>OPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>160FM</td>
<td>ACRYLIC</td>
<td>INCANDESCENT (1) 40W MAX Medium Base</td>
<td>WH-White</td>
<td>OS-Occupancy Sensor</td>
</tr>
</tbody>
</table>

**LED LIGHT SOURCE**

- 120V LIGHTWAVE LED
  - LR12: 13W 1000lm, CCT C-4K
  - LR15: 15W 1400lm, CCT W-3K
- E26 MEDIUM BASE LED
  - LE26: (1) A19 800lm
- 120-277V MULTI-VOLT LED
  - L17: 17W 1278lm, CCT 3K

## Specifications

- Title 24 Available (call for details)
- Specifications subject to change without notice. LED option information on page 6.
**CASCADE**

**173FM**

- 15 3/4" x 14 3/4"
- 2" extending: 4"
- HCMT: 6 1/2"

**GUIDE: 173FM-L17-BN**

<table>
<thead>
<tr>
<th>ITEM #</th>
<th>LENS</th>
<th>LIGHT SOURCE</th>
<th>COLOR</th>
</tr>
</thead>
<tbody>
<tr>
<td>173FM</td>
<td>GLASS Frost</td>
<td>LED LIGHT SOURCE</td>
<td>BN-Brushed Nickel</td>
</tr>
<tr>
<td></td>
<td></td>
<td>120-277V MULTI-VOLT LED</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>L22-22W 1704lm</td>
<td>3K</td>
</tr>
</tbody>
</table>

**174FM**

- 16 3/8" extending: 4"
- HCMT: 8 3/8"

**GUIDE: 174FM-L17-BN**

<table>
<thead>
<tr>
<th>ITEM #</th>
<th>LENS</th>
<th>LIGHT SOURCE</th>
<th>COLOR</th>
</tr>
</thead>
<tbody>
<tr>
<td>174FM</td>
<td>GLASS Frost</td>
<td>LED LIGHT SOURCE</td>
<td>BN-Brushed Nickel</td>
</tr>
<tr>
<td></td>
<td></td>
<td>120-277V MULTI-VOLT LED</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>L22-22W 1704lm</td>
<td>3K</td>
</tr>
</tbody>
</table>

- Energy Star Qualified Product

---

SPEC SHEETS AND IES FILES AVAILABLE ONLINE. Specifications subject to change without notice. LED option information on page 6.