
Remove canopy from models 115 and 116 by unscrewing the four retaining nuts. All other models, loosen latch and remove from hinge.
MODELS 109, 110, 115, 116: Insert finial screw through the top of the canopy. Place the cap over the screw and tighten with the finial. DETAIL A
MODELS 609, 610: Slide 1 3/4” round plate (062) onto 3” nipple (106) and secure with nut (032) DO NOT OVERTIGHTEN. Thread 2nd nut (023)
onto nipple (approx. 1/2”) and insert through canopy. Screw on finial (096) and hand tighten. DETAIL B
MODELS 409, 410: Thread nipple into finial. Insert nipple through saucer and cup and secure canopy with nut. DETAIL C

CONNECT FIXTURE TO POWER SUPPLY
BEFORE PROCEEDING - Check to ensure power has been turned off at main panel. Using the wire connectors furnished,
splice the Black wire on fixture to Black supply wire. NOTE: Fixtures with a Universal Voltage Ballast can be used on the following
input voltages: 120, 208, 240, & 277 VAC. Label on fixture will indicate permissible input voltages. Splice the White wire on fixture
to the White supply wire. Connect Green ground wire to supply ground. Recheck all connections for loose or exposed wires and
re-splice if necessary. NOTE: These wiring instructions apply only to direct connection from the power supply to the lighting fixture.
For installations involving a photo-cell, refer to manufactures’ instructions included with the photo-cell.For installations involving a photo-cell, refer to manufactures’ instructions included with the photo-cell.


