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SPECIFICATIONS

* Black or White

¢« Mounting Hardware Included

¢ Clear, Amber or Frosted Acrylic Diffuser
e Post Mount Only

e Minimum Starting Temp -20°F

e Composite Construction

BK BLACK

GUIDE CODE: 110C-LV8W

WH WHITE

Wave Lighting's Low Voltage Series adds a welcoming
look to any outdoor space. These post fixtures fit on a
3" diameter pole (sold separately), mounting hardware
is included.

Wave Lighting's Low Voltage LED Post lanterns are
equivalent to a 50W halogen lamp. PAR 36 3000K LED
replaceable lamps included. Our post mount 12V fixture
allows for an easy lighting addition to a landscape
environment with an existing 12V transformer. 10’ direct
burial wire lead not included.

LED SOURCE OPTIONS

PAR 36 LED - LV8

*12V PAR 36 LED Lamp

* Estimated 50,000 Hrs L,
* 3000K CCT 80CRI

* 50W Halogen Equivalent
e Fits Most 3" O.D. Posts
*10' SPT-2W Wire Included
¢ 3 Year Warranty

LIGHT SOURCE

110-Black

ACRYLIC

PAR 36 LED 12V

W-3K

Clear Beveled

A-Amber Beveled Diamond
C-Clear Beveled Diamond
F-Frosted Beveled

LvV8-8W 500Im +

+ Lamp included.
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